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  Preserve the Integrity  
      of Antique and Classic Automobiles.  

Bulletin-1101A 



Standard hand held system using from left to 
right, 5/10kW 10-50khz power supply, trans-
former & inductor assembly and remote control 
panel. Not shown is a closed loop water to air 
water recirculating system for cooling the trans-
former and inductor. The power supply is air-
cooled.  
 
System operates from either 230 or 460 volt, 
50/60 Hz  (3) - phase line. Current require-
ments are 22 and 44 amps respectively.  
 
Control panel allows for selection of manual or 
automatic heating cycles. Display panel indi-
cates operating output voltage, current, power 
and frequency. Process parameters are con-
trolled manually or through parameter pre-
selection using the programming features.  
 
In most cases the inductor can be fabricated 
from copper tubing by the end user with simple 
hand tools. Fabricated inductors are mounted 
to the hand held transformer by use of a quick 
change hand tightened clamp assembly. 

Optional water recirculating system for hand held 
induction heating equipment. Normal tap water 
hose hook-up may be used to cool transformer or 
inductor. 

Bulletin-1101A 

Typical hand held inductor used for a wide range 
of automotive restoration applications from braz-
ing to paint and adhesive removal.  This unit is 
fitted with a pneumatic clamp assembly to hold 
parts together for brazing. 


